;2?};?2 Flush Mount Body Spray GRIA(I:I:®

w/ Solid Brass Swivel Head
G-8497

Information

12 no-clog, easy-clean silicon jets

Metal ball-joint allows for 18° angle adjustment of body spray
Brass wall escutcheon and flush-mounted trim

1/2" NPT female thread inlet

Body spray flow rate = 1.5 max gpm

Finishes

O0Ve0eLe

24K Gold 24K Brushed Brushed Brass Architectural Brushed Brushed Onyx Brushed Gunmetal

Gold PVD Black™ Nickel PVD® OR'osa PVD®
Gunmetal Matte Black Olive Bronze Onyx PVD® Polished Brass Polished Polished  OR'osa PVD®
Distressed PVD Chrome Nickel

Steelnox®  Architectural
(Satin Nickel) White



G-8497 A ®
Shower Components G RﬁFF

Contemporary Flush-Mount Body Spray with Solid Brass Swivel Head

Product Features Available Finishes
* 12 no-clog, easy-clean silicone jets * Polished Chrome
+ Metal ball-joint allows for 18° angle G-8497-PC
adjustment of body spray +  Polished Nickel
« Brass wall escutcheon and Flush- G-8497-PN
mounted trim *  Brushed Nickel
« 1/2" NPT female thread inlet G-8497-BNi
+ Body spray flow rate < 1.5 max *  Matte Black*
gpm G-8497-MBK*
* Architectural Black*
Warranty G-8497-BK*
«  Limited lifetime warranty * Architectural White*
G-8497-WT*
For complete warranty information go to «  Olive Brass
www.graff-designs.com/en-nam/warranty G-8497-OB
+  Gunmetal*
G-8497-GM*
+  Steelnox
G-8497-SN
+  OR'osa PVD*
4-3/4(120mm) G-8497-RG*
-~ *  Onyx PVD*
‘ T : | G-8497-0OX*
§ By +  Polished Brass PVD*
e e — 1 = *
= ] Z/J;F’ G-8497-PB
| ? Lo *  Brushed Brass PVD*
| ] G-8497-BB*
~3/8%(10mm) + Brushed Gold*
G-8497-BAU*
+  Gold*
G-8497-AU*
*  Gunmetal Distressed*
G-8497-GMD*

2" minimum from finished wall
Se requiere la distancia minima
de 2" (50 mm) de la pared de acabado

il

The measurements shown are for reference only. Products and specifications shown are subject to change without notice. Revised 4/2019
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